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Id Number Title Year Organization Page
1 T2.6.1R2 Fluid Power Systems and Products - Method for Verifying the Fatigue and Establishing the Burst Pressure Ratings of the

Pressure Containing Envelope of a Metal Fluid Power Component \
2024 NFPA(FLUID)  

2 T2.12.11-1 Fluid power systems and components û Reliability analysis, field data reporting format and database compilation 2024 NFPA(FLUID)  
3 T2.12.11-2 Hydraulic fluid power components û Assessment of reliability by testing 2024 NFPA(FLUID)  
4 T2.13.13 Recommended practice û Hydraulic fluid power û Fluids û Viscosity selection criteria for hydraulic motors and pumps 2024 NFPA(FLUID)  
5 T2.13.14 Recommended practice û Hydraulic fluid power û Use of environmentally acceptable fluids 2024 NFPA(FLUID)  
6 T2.24.2 R1 Hydraulic Fluid Power Systems - Methods to Improve Sealing Reliability First Edition 2024 NFPA(FLUID)  
7 T3.4.7R2 Accumulator û Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components û Method for verifying the

fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal fluid power accumulator
2024 NFPA(FLUID)  

8 T3.5.1 Hydraulic fluid power û Valves û Mounting surfaces 2024 NFPA(FLUID)  
9 T3.5.14R2 Hydraulic fluid power ù Directional control valve ù Method for determining the metering characteristics 2024 NFPA(FLUID)  
10 T3.5.15M Hydraulic Fluid Power -- Valves -- Method for Determining the Internal Leakage Characteristics 2024 NFPA(FLUID)  
11 T3.5.16 Hydraulic Fluid Power - Flow Control Valves - Method for Measuring and Reporting Regulating Characteristics First

Edition
2024 NFPA(FLUID)  

12 T3.5.24 Hydraulic fluid power û Pressure relief valves û Method of testing and presenting basic performance data 2024 NFPA(FLUID)  
13 T3.5.26R2 Hydraulic valve û Pressure rating supplement to NFPA/T2.6.1 R2- 2000, Fluid power components û Method for verifying

the fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal fluid power hydraulic
valve

2024 NFPA(FLUID)  

14 T3.5.29 R1 Fluid power systems and components ù Electrically-controlled industrial valves ù Interface dimensions for electrical
connectors

2024 NFPA(FLUID)  

15 T3.5.30 Hydraulic fluid power û Solenoid operated directional control valves ûMeasurement of response time 2024 NFPA(FLUID)  
16 T3.5.50 Hydraulic fluid power - Two-, three-, and four-port screw-in cartridge valves - Cavities with UN and UNF threads 2024 NFPA(FLUID)  
17 T3.6.1 Fluid power systems and components - Cylinder bore and rod size combinations - Rod end configurations, dimensional

identification code - Mounting dimensions for bore sizes less than 1 1/2 inch bore cataloged square head tie rod type
2024 NFPA(FLUID)  

18 T3.6.7 R3 Fluid Power Systems and Products - Square Head Industrial Cylinders - Mounting Dimensions Third Edition (Revision and
Redesignation of ANSI/B93.15-1981)Fluid power systems and products û Square head industrial cylinders û Mounting
dimensions

2024 NFPA(FLUID)  

19 T3.6.8 R3 Fluid Power Systems - Cylinders - Dimensions for Accessories for Catalogued Square Head Industrial Types 2024 NFPA(FLUID)  
20 T3.6.11 Fluid power systems and components û Cylinder bore and rod size combinations û Rod end configurations, dimensional

identification code û  Mounting dimensions for bore sizes less than 1 ? inch bore cataloged square head tie rod type
2024 NFPA(FLUID)  

21 T3.6.29R2 Tie rod or bolted cylinder û Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components û Method for
verifying the fatigue and establishing the burst pressure ratings of the metal pressure containing envelope of a tie rod or
bolted cylinder

2024 NFPA(FLUID)  

22 T3.6.31R2 Telescopic cylinders and cylinders of non-bolted end construction - Pressure rating supplement to NFPA/T2.6.1 R2-2000,
Fluid power components - Method for verifying the fatigue and establishing the burst pressure ratings of the metal pressure
containing

2024 NFPA(FLUID)  

23 T3.6.37 Hydraulic Fluid Power - Cylinders - Method for Determining the Buckling Load First Edition 2024 NFPA(FLUID)  
24 T3.6.54 Hydraulic fluid power - Cylinder ports - SAE straight thread O-ring and four-bolt flange ports - ISO straight thread O-ring

and four-bolt and four-bolt flange ports - Heavy duty and light duty square head tie rod cylinders
2024 NFPA(FLUID)  

25 T3.6.59 Hydraulic Fluid Power - Cylinders - Cushion Performance First Edition 2024 NFPA(FLUID)  
26 T3.9.22 R2 NULL 2024 NFPA(FLUID)  



27 T3.10.5.1 R2 Hydraulic filter/separator housing - Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components -
Method for verifying the fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal
fluid power

2024 NFPA(FLUID)  

28 T3.10.17 Finite Life Hydraulic Filter Pressure/Life Rating - Method for Verifying the Fatigue Life Rating and the Burst Pressure
Rating of the Pressure Containing Envelope of a Spin-on Hydraulic Filter First Edition

2024 NFPA(FLUID)  

29 T3.12.10R2 Air line filter, regulator and/or lubricator û Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid Power Components
û Method for verifying the fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal
fluid po

2024 NFPA(FLUID)  

30 T3.19.11 Groove dimensions for floating type metallic and non-metallic fluid power piston rings 2024 NFPA(FLUID)  
31 T3.19.18 Fluid power û Sealing devices û Groove dimensions for radial compression type piston rings 2024 NFPA(FLUID)  
32 T3.21.3 Pneumatic Fluid Power - Flow Rating Test Procedure and Reporting Method - for Fixed Orifice Components First Edition 2024 NFPA(FLUID)  
33 T3.21.18 Pneumatic Fluid Power - Recommended Practice for Calibration and Use of Flowmeters First Edition 2024 NFPA(FLUID)  
34 T3.29.2R2 Pressure switch û Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components û Method for verifying

the fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal fluid power pressure
switch

2024 NFPA(FLUID)  

35 T3-19.7 NULL 2024 NFPA(FLUID)  
36 T3.5.15M Hydraulic Fluid Power -- Valves -- Method for Determining the Internal Leakage Characteristics 2023 NFPA(FLUID) 0
37 T3.5.16 Hydraulic Fluid Power - Flow Control Valves - Method for Measuring and Reporting Regulating Characteristics First

Edition
2023 NFPA(FLUID) 0

38 T3.5.30 Hydraulic fluid power û Solenoid operated directional control valves ûMeasurement of response time 2023 NFPA(FLUID) 0
39 T3.21.3 Pneumatic Fluid Power - Flow Rating Test Procedure and Reporting Method - for Fixed Orifice Components First Edition 2023 NFPA(FLUID) 0
40 T2.12.11-2 Hydraulic fluid power components û Assessment of reliability by testing 2022 NFPA(FLUID) 0
41 T2.24.2 R1 Hydraulic Fluid Power Systems - Methods to Improve Sealing Reliability First Edition 2022 NFPA(FLUID) 0
42 T3.5.29 R1 Fluid power systems and components ù Electrically-controlled industrial valves ù Interface dimensions for electrical

connectors
2022 NFPA(FLUID) 0

43 T3.6.7 R3 Fluid Power Systems and Products - Square Head Industrial Cylinders - Mounting Dimensions Third Edition (Revision and
Redesignation of ANSI/B93.15-1981)Fluid power systems and products û Square head industrial cylinders û Mounting
dimensions

2022 NFPA(FLUID) 0

44 T3.6.59 Hydraulic Fluid Power - Cylinders - Cushion Performance 2022 NFPA(FLUID) 0
45 T3.19.7 Cavity dimensions for fluid power exclusion devices (inch series) 2022 NFPA(FLUID) 0
46 T3.19.11 Groove dimensions for floating type metallic and non-metallic fluid power piston rings 2022 NFPA(FLUID) 0
47 T3.5.1 Hydraulic fluid power û Valves û Mounting surfaces 2021 NFPA(FLUID) 0
48 T3.5.24 Hydraulic fluid power û Pressure relief valves û Method of testing and presenting basic performance data 2021 NFPA(FLUID) 0
49 T3.5.50 Hydraulic fluid power - Two-, three-, and four-port screw-in cartridge valves - Cavities with UN and UNF threads 2021 NFPA(FLUID) 0
50 T3.19.25 Information Report - Fluid Power Systems - Sealing Devices - Storage, Handling and Installation of Elastomeric Seals and

Exclusion Devices
2021 NFPA(FLUID) 0

51 T3.6.8 Fluid power systems û Cylinders û Dimensions for accessories for cataloged
square head industrial types

2020 NFPA(FLUID) 0

52 T3.6.37 Hydraulic Fluid Power - Cylinders - Method for Determining the Buckling Load 2020 NFPA(FLUID) 0
53 T2.13.13 Recommended practice û Hydraulic fluid power û Fluids û Viscosity selection criteria for hydraulic motors and pumps 2020 NFPA(FLUID) 0
54 T3.21.18 Pneumatic Fluid Power - Recommended Practice for Calibration and Use of Flowmeters First Edition 2020 NFPA(FLUID) 0
55 T2.6.1 Fluid power components - Method for verifying the fatigue and establishing the burst pressure ratings of the pressure

containing envelope of a metal fluid power component
2019 NFPA(FLUID) 0

56 T2.6.1R2 Fluid Power Systems and Products - Method for Verifying the Fatigue and Establishing the Burst Pressure Ratings of the
Pressure Containing Envelope of a Metal Fluid Power Component \

2019 NFPA(FLUID) 0

57 T2.12.1 Hydraulic Fluid Power - Systems and Products - Method of Measuring Average Steady-State Pressure First Edition 2019 NFPA(FLUID) 0



58 T2.12.10 Recommended Practice - Hydraulic Fluid Power - Systems and Products - Testing General Measurement, Principles and
Tolerances First Edition

2019 NFPA(FLUID) 0

59 T2.12.11-1 Fluid power systems and components û Reliability analysis, field data reporting format and database compilation 2019 NFPA(FLUID) 0
60 T2.12.11-2 Hydraulic fluid power components û Assessment of reliability by testing 2019 NFPA(FLUID) 0
61 T2.13.7 Hydraulic fluid power - Petroleum fluids - Prediction of bulk moduli 2019 NFPA(FLUID) 0
62 T2.30.6 Hydraulic fluid power û Electrical connectors for use with industrial hydraulic integrated proportional valves û Dimensions

and requirements
2019 NFPA(FLUID) 0

63 T3.4.7R2 Accumulator û Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components û Method for verifying the
fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal fluid power accumulator

2019 NFPA(FLUID) 0

64 T3.5.14R2 Hydraulic fluid power ù Directional control valve ù Method for determining the metering characteristics 2019 NFPA(FLUID) 0
65 T3.5.26R2 Hydraulic valve û Pressure rating supplement to NFPA/T2.6.1 R2- 2000, Fluid power components û Method for verifying

the fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal fluid power hydraulic
valve

2019 NFPA(FLUID) 0

66 T3.5.50 Hydraulic fluid power - Two-, three-, and four-port screw-in cartridge valves - Cavities with UN and UNF threads 2019 NFPA(FLUID) 0
67 T3.6.1 Fluid power systems and components - Cylinder bore and rod size combinations - Rod end configurations, dimensional

identification code - Mounting dimensions for bore sizes less than 1 1/2 inch bore cataloged square head tie rod type
2019 NFPA(FLUID) 0

68 T3.6.11 Fluid power systems and components û Cylinder bore and rod size combinations û Rod end configurations, dimensional
identification code û  Mounting dimensions for bore sizes less than 1 ? inch bore cataloged square head tie rod type

2019 NFPA(FLUID) 0

69 T3.6.29R2 Tie rod or bolted cylinder û Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components û Method for
verifying the fatigue and establishing the burst pressure ratings of the metal pressure containing envelope of a tie rod or
bolted cylinder

2019 NFPA(FLUID) 0

70 T3.6.31 R2 Telescopic cylinders and cylinders of non-bolted end construction - Pressure rating supplement to NFPA/T2.6.1 R2-2000,
Fluid power components - Method for verifying the fatigue and establishing the burst pressure ratings of the metal pressure
containing

2019 NFPA(FLUID) 0

71 T3.6.54 Hydraulic fluid power - Cylinder ports - SAE straight thread O-ring and four-bolt flange ports - ISO straight thread O-ring
and four-bolt and four-bolt flange ports - Heavy duty and light duty square head tie rod cylinders

2019 NFPA(FLUID) 0

72 T3.9.22 Pump/motor - Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components - Method for verifying the
fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal fluid power pump and
motor

2019 NFPA(FLUID) 0

73 T3.10.5.1 R2 Hydraulic filter/separator housing - Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components -
Method for verifying the fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal
fluid power

2019 NFPA(FLUID) 0

74 T3.10.17 Finite Life Hydraulic Filter Pressure/Life Rating - Method for Verifying the Fatigue Life Rating and the Burst Pressure
Rating of the Pressure Containing Envelope of a Spin-on Hydraulic Filter First Edition

2019 NFPA(FLUID) 0

75 T3.12.10R2 Air line filter, regulator and/or lubricator û Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid Power Components
û Method for verifying the fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal
fluid po

2019 NFPA(FLUID) 0

76 T3.19.18 Fluid power û Sealing devices û Groove dimensions for radial compression type piston rings 2019 NFPA(FLUID) 0
77 T3.19.25 Information Report - Fluid Power Systems - Sealing Devices - Storage, Handling and Installation of Elastomeric Seals and

Exclusion Devices First Edition
2019 NFPA(FLUID) 0

78 T3.20.8 Quick-Action Coupling - Pressure Rating Supplement to NFPA/T2.6.1 R1-1991, Fluid Power Systems and Products -
Method for Verifying the Fatigue and Establishing the Burst Pressure Ratings of the Pressure Containing Envelo

2019 NFPA(FLUID) 0

79 T3.21.4R2 Pneumatic valve û Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components û Method for verifying
the fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal fluid power pneumatic
valve

2019 NFPA(FLUID) 0

80 T3.21.16 Pneumatic Fluid Power - Labeling and Communication of Pneumatic Products First Edition 2019 NFPA(FLUID) 0



81 T3.29.2R2 Pressure switch û Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components û Method for verifying
the fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal fluid power pressure
switch

2019 NFPA(FLUID) 0

82 T2.13.14 Recommended practice û Hydraulic fluid power û Use of environmentally acceptable fluids 2017 NFPA(FLUID) 0
83 T2.24.2 Hydraulic Fluid Power Systems - Methods to Improve Sealing Reliability First Edition 2017 NFPA(FLUID) 0
84 T3.5.29 Fluid power systems and components ù Electrically-controlled industrial valves ù Interface dimensions for electrical

connectors
2017 NFPA(FLUID) 0

85 T3.6.7 Fluid power systems and products-Square head industrial cylinders-Mounting dimensions 2017 NFPA(FLUID) 0
86 T3.6.59 Hydraulic Fluid Power - Cylinders - Cushion Performance First Edition 2017 NFPA(FLUID) 0
87 T2.12.11-2 Hydraulic fluid power components û Assessment of reliability by testing 2017 NFPA(FLUID) 0
88 T2.13.4 Information Report - Recommendations for Conservation, Maintenance, and Disposal of Hydraulic Fluids First Edition 2017 NFPA(FLUID) 0
89 T3.19.7 Cavity dimensions for fluid power exclusion devices (inch series) 2017 NFPA(FLUID) 0
90 T3.19.11 Groove dimensions for floating type metallic and non-metallic fluid power piston rings 2017 NFPA(FLUID) 0
91 T3.19.12M Hydraulic fluid power -- Reciprocating dynamic sealing devices in linear actuators -- Method of testing, measuring and

reporting leakage
2017 NFPA(FLUID) 0

92 T3.20.15 Hydraulic Fluid Power - Quick-Action Coupling - Flush Face Type First Edition 2016 NFPA(FLUID) 0
93 T3.5.24 Hydraulic fluid power û Pressure relief valves û Method of testing and presenting basic performance data 2016 NFPA(FLUID) 0
94 T3.5.1 Hydraulic fluid power û Valves û Mounting surfaces 2015 NFPA(FLUID) 0
95 T3.6.68 Fluid power û Square head cylinders û Determination of the static failure pressure rating of pressurecontaining components 2015 NFPA(FLUID) 0
96 T3.6.8 R3 Fluid Power Systems - Cylinders - Dimensions for Accessories for Catalogued Square Head Industrial Types 2015 NFPA(FLUID) 0
97 T2.13.13 Recommended practice û Hydraulic fluid power û Fluids û Viscosity selection criteria for hydraulic motors and pumps 2015 NFPA(FLUID) 0
98 T3.6.37 Hydraulic Fluid Power - Cylinders - Method for Determining the Buckling Load First Edition 2015 NFPA(FLUID) 0
99 T3.21.18 Pneumatic Fluid Power - Recommended Practice for Calibration and Use of Flowmeters First Edition 2015 NFPA(FLUID) 0
100 T3.29.2 Pressure switch - Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components - Method for verifying the

fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal fluid power pressure
switch

2014 NFPA(FLUID) 0

101 T3.6.54 Hydraulic fluid power - Cylinder ports - SAE straight thread O-ring and four-bolt flange ports - ISO straight thread O-ring
and four-bolt and four-bolt flange ports - Heavy duty and light duty square head tie rod cylinders

2014 NFPA(FLUID) 0

102 T3.21.4 Pneumatic valve - Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components - Method for verifying
the fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal fluid power pneumatic
valve

2014 NFPA(FLUID) 0

103 T3.21.16 Pneumatic Fluid Power - Labeling and Communication of Pneumatic Products First Edition 2014 NFPA(FLUID) 0
104 T2.13.7 Hydraulic fluid power - Petroleum fluids - Prediction of bulk moduli 2014 NFPA(FLUID) 0
105 T3.21.4R2 Pneumatic valve û Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components û Method for verifying

the fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal fluid power pneumatic
valve

2014 NFPA(FLUID) 0

106 T3.29.2R2 Pressure switch û Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components û Method for verifying
the fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal fluid power pressure
switch

2014 NFPA(FLUID) 0

107 T2.6.1 Fluid power components - Method for verifying the fatigue and establishing the burst pressure ratings of the pressure
containing envelope of a metal fluid power component

2014 NFPA(FLUID) 0

108 T3.5.20 Hydraulic fluid power û Two-, three-, and four-port screw-in cartridge valves û
Cavities with UN and UNF threads

2014 NFPA(FLUID) 0

109 T3.9.22R2 Pump/motor û Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components û Method for verifying the
fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal fluid power pump and
motor

2014 NFPA(FLUID) 0



110 T3.10.5.1 Hydraulic filter/separator housing û Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components û
Method for verifying the fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal
fluid power hydrau

2014 NFPA(FLUID) 0

111 T3.19.18 Fluid power û Sealing devices û Groove dimensions for radial compression type piston rings 2014 NFPA(FLUID) 0
112 T3.19.25 Information Report - Fluid Power Systems - Sealing Devices - Storage, Handling and Installation of Elastomeric Seals and

Exclusion Devices
2014 NFPA(FLUID) 0

113 T3.20.8 Quick-Action Coupling - Pressure Rating Supplement to NFPA/T2.6.1 R1-1991, Fluid Power Systems and Products -
Method for Verifying the Fatigue and Establishing the Burst Pressure Ratings of the Pressure Containing Envelo

2014 NFPA(FLUID) 0

114 T2.6.1R2 Fluid Power Systems and Products - Method for Verifying the Fatigue and Establishing the Burst Pressure Ratings of the
Pressure Containing Envelope of a Metal Fluid Power Component \

2014 NFPA(FLUID) 0

115 T2.12.1 Hydraulic Fluid Power - Systems and Products - Method of Measuring Average Steady-State Pressure= 2014 NFPA(FLUID) 0
116 T2.12.10 Recommended Practice - Hydraulic Fluid Power - Systems and Products - Testing General Measurement, Principles and

Tolerances
2014 NFPA(FLUID) 0

117 T2.12.11-1 Fluid power systems and components û Reliability analysis, field data reporting format and database compilation 2014 NFPA(FLUID) 0
118 T2.30.6 Hydraulic fluid power û Electrical connectors for use with industrial hydraulic integrated proportional valves û Dimensions

and requirements
2014 NFPA(FLUID) 0

119 T3.4.7R2 Accumulator û Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components û Method for verifying the
fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal fluid power accumulator

2014 NFPA(FLUID) 0

120 T3.5.14R2 Hydraulic fluid power ù Directional control valve ù Method for determining the metering characteristics 2014 NFPA(FLUID) 0
121 T3.5.26R2 Hydraulic valve û Pressure rating supplement to NFPA/T2.6.1 R2- 2000, Fluid power components û Method for verifying

the fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal fluid power hydraulic
valve

2014 NFPA(FLUID) 0

122 T3.6.11 Fluid power systems and components û Cylinder bore and rod size combinations û Rod end configurations, dimensional
identification code û
Mounting dimensions for bore sizes less than 1 ╜ inch bore cataloged square head tie rod type

2014 NFPA(FLUID) 0

123 T3.6.29R2 Tie rod or bolted cylinder û Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components û Method for
verifying the fatigue and establishing the burst pressure ratings of the metal pressure containing envelope of a tie rod or
bolted cylinder

2014 NFPA(FLUID) 0

124 T3.6.31 Telescopic cylinders and cylinders of nonbolted end construction û Pressure rating supplement to NFPA/T2.6.1 R2-2000,
Fluid power components û Method for verifying the fatigue and establishing the burst pressure ratings of the metal pressure
containing en

2014 NFPA(FLUID) 0

125 T3.6.29 Tie rod or bolted cylinder - 0 Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components - Method for
verifying the fatigue and establishing the burst pressure ratings of the metal pressure containing envelope of a tie rod or
bolted

2014 NFPA(FLUID) 0

126 T3.5.50 Hydraulic fluid power - Two-, three-, and four-port screw-in cartridge valves - Cavities with UN and UNF threads 2014 NFPA(FLUID) 0
127 T3.6.1 Fluid power systems and components - Cylinder bore and rod size combinations - Rod end configurations, dimensional

identification code - Mounting dimensions for bore sizes less than 1 1/2 inch bore cataloged square head tie rod type
2014 NFPA(FLUID) 0

128 T3.9.22 Pump/motor - Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components - Method for verifying the
fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal fluid power pump and
motor

2014 NFPA(FLUID) 0

129 T3.10.17 Finite Life Hydraulic Filter Pressure/Life Rating - Method for Verifying the Fatigue Life Rating and the Burst Pressure
Rating of the Pressure Containing Envelope of a Spin-on Hydraulic Filter First Edition

2014 NFPA(FLUID) 0

130 T3.12.10 Air line filter, regulator and/or lubricator - Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components -
Method for verifying the fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal
fluid

2014 NFPA(FLUID) 0

131 T3.5.14 Hydraulic fluid power - Directional control valve - Method for determining the metering characteristics 2014 NFPA(FLUID) 0
132 T3.5.26 Hydraulic valve - Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components - Method for verifying

the fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal fluid power hydraulic
valve

2014 NFPA(FLUID) 0



133 T3.4.7 Accumulator - Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid power components - Method for verifying the
fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal fluid power accumulator

2014 NFPA(FLUID) 0

134 T3.5.15M Hydraulic Fluid Power -- Valves -- Method for Determining the Internal Leakage Characteristics 2013 NFPA(FLUID) 0
135 T3.5.16 Hydraulic Fluid Power - Flow Control Valves - Method for Measuring and Reporting Regulating Characteristics First

Edition
2013 NFPA(FLUID) 0

136 T3.21.3 Pneumatic Fluid Power - Flow Rating Test Procedure and Reporting Method - for Fixed Orifice Components First Edition 2013 NFPA(FLUID) 0
137 T3.21.8 Pneumatic Fluid Power - Measurement of Response Time - Directional Control Valves 2013 NFPA(FLUID) 0
138 T3.5.30 Hydraulic fluid power û Solenoid operated directional control valves ûMeasurement of response time 2013 NFPA(FLUID) 0
139 T3.21.20 Pneumatic fluid power ù Electrical connections for valve islands ùCorrespondence between solenoids and electrical

connector pins and sockets
2012 NFPA(FLUID) 0

140 T3.6.7R3 Fluid Power Systems and Products - Square Head Industrial Cylinders - Mounting Dimensions Third Edition (Revision and
Redesignation of ANSI/B93.15-1981)Fluid power systems and products û Square head industrial cylinders û Mounting
dimensions

2012 NFPA(FLUID) 0

141 T3.5.29 Fluid power systems and components ù Electrically-controlled industrial valves ù Interface dimensions for electrical
connectors

2012 NFPA(FLUID) 0

142 T2.13.14 Recommended practice û Hydraulic fluid power û Use of environmentally acceptable fluids 2012 NFPA(FLUID) 0
143 T2.24.2 Hydraulic Fluid Power Systems - Methods to Improve Sealing Reliability First Edition 2012 NFPA(FLUID) 0
144 T2.12.11-2 Hydraulic fluid power components û Assessment of reliability by testing 2012 NFPA(FLUID) 0
145 T2.13.1 Recommended practice û Hydraulic fluid power û Use of fire resistant fluids in industrial systems 2012 NFPA(FLUID) 0
146 T3.5.24 Hydraulic fluid power û Pressure relief valves û Method of testing and presenting basic performance data 2011 NFPA(FLUID) 0
147 T3.6.37 Hydraulic Fluid Power - Cylinders - Method for Determining the Buckling Load 2010 NFPA(FLUID) 0
148 T3.6.68 Fluid power û Square head cylinders û Determination of the static failure pressure rating of pressurecontaining components 2010 NFPA(FLUID) 0
149 T2.13.13 Recommended practice û Hydraulic fluid power û Fluids û Viscosity selection criteria for hydraulic motors and pumps 2010 NFPA(FLUID) 0
150 T3.5.1 Hydraulic fluid power û Valves û Mounting surfaces 2010 NFPA(FLUID) 0
151 T3.6.8 Fluid power systems û Cylinders û Dimensions for accessories for cataloged

square head industrial types
2010 NFPA(FLUID) 0

152 T3.12.10R2 Air line filter, regulator and/or lubricator û Pressure rating supplement to NFPA/T2.6.1 R2-2000, Fluid Power Components
û Method for verifying the fatigue and establishing the burst pressure ratings of the pressure containing envelope of a metal
fluid po

2009 NFPA(FLUID) 0

153 B93.1 Dimension Identification Code for Fluid Power Cylinders; Appendices I and II (NFP(A) T3.6.2-1964) R(1994) 0 NFPA(FLUID) 0
154 B93.2 Fluid Power Systems and Products - Glossary (NFPA/T3.27.1) (NFPA/T3.10.3) 0 NFPA(FLUID) 0
155 B93.3 Fluid Power Systems and Products - Cylinder Bores and Piston Rod Diameters - Inch Series (NFPA/T3.6.1 R1-1983)

R(1997)
0 NFPA(FLUID) 0

156 B93.5M Practice for the Use of Fire Resistant Fluids in Industrial Hydraulic Fluid Power Systems; Appendix (NFPA T2.13.1 R2)
R(1988)

0 NFPA(FLUID) 0

157 B93.7M Hydraulic Fluid Power - Valves - Mounting Interfaces (NFPA/T3.5.1M R1-1984) 0 NFPA(FLUID) 0
158 B93.8 Bore and Rod Size Combinations and Rod End Configurations for Cataloged Square Head Industrial Fluid Power Cylinders

(NFPA T3.5.2) R(1992)
0 NFPA(FLUID) 0

159 B93.9M Symbols for Marking Electrical Leads and Ports on Fluid Power Valves (NFPA T3.5.2) R(1988) 0 NFPA(FLUID) 0
160 B93.10 Static Pressure Rating Methods of Square Head Fluid Power Cylinders (NFPA T3.6.5) R(1996) 0 NFPA(FLUID) 0
161 B93.14 Methods of Presenting Basic Performance Data for Fluidic Devices (NFPA T3.7.3) R(1994) 0 NFPA(FLUID) 0
162 B93.15 Fluid Power Systems and Products - Square Head Industrial Cylinders - Mounting Dimensions (NFPA Revised and

Redesignated to T3.6.7 R2)
0 NFPA(FLUID) 0

163 B93.17M Fluid Power Systems and Components - Multiple Lip Packing Sets - Methods for Measuring Stack Heights; Appendix
(Technically Identical to ISO 3939) (NFPA T3.19.5 R1) R(1994)

0 NFPA(FLUID) 0



164 B93.19M Hydraulic Fluid Power - Particulate Contamination Analysis - Extraction of Fluid Samples from Lines of an Operating
System (Technically Identical to ISO 4021-1977) (NFPA T2.9.1-1972) (Metric Only) R(1993)

0 NFPA(FLUID) 0

165 B93.20M Hydraulic Fluid Power - Fluid Sample Containers - Qualifying and Controlling Cleaning Methods; Appendix (Technically
Identical to ISO 3722-1976) (NFPA T2.9.2-1972) R(1994)

0 NFPA(FLUID) 0

166 B93.21M End Load Test Method for a Hydraulic Fluid Power Filter Element (NFPA T3.10.8.2) R(1987) 0 NFPA(FLUID) 0
167 B93.23M Hydraulic Fluid Power - Filter Elements - Verification of Material Compatibility with Fluids (Technically Identical to ISO

2943) (NFPA T3 .10.8.6-1972) (Metric Only) R(1993)
0 NFPA(FLUID) 0

168 B93.24M Method for Verifying the Flow Fatigue Characteristics of a Hydraulic Fluid Power Filter Element (NFPA T3.10.8.7-1972)
R(1987)

0 NFPA(FLUID) 0

169 B93.25M Hydraulic Fluid Power - Filter Elements - Verification of Collapse/Burst Resistance (Technically Identical ISO 2941) (NFP
T3.10.8.5-1972) (Metric Only) Appendix R(1987)

0 NFPA(FLUID) 0

170 B93.29M Fluid Power Systems - Cylinders - Dimensions for Accessories for Catalogued Square Head Industrial Types (NFPA
T3.6.8M R1-1984) R(1992)

0 NFPA(FLUID) 0

171 B93.30M Hydraulic Fluid Power - Contamination Analysis Data - Reporting Method; Appendix (NFPA T2.9.3M R1) R(1993) 0 NFPA(FLUID) 0
172 B93.32 Groove Dimensions for Fluid Power Radial Compression Type Piston Rings (NFPA T3.19.18) R(1995) 0 NFPA(FLUID) 0
173 B93.33M Interfaces for 4-Way General Purpose Industrial Pneumatic Directional Control Valves (NFPA T3.21.1) R(1994) 0 NFPA(FLUID) 0
174 B93.34M Bore and Rod Size Combinations, Rod End Configurations, Dimensional Identification Code, and Mounting Dimensions

for 3/4, 1 and 1 1/8 Inch Bore Cataloged Square Head Tie Rod Type Industrial Fluid Power Cylinders (NFPA T3
0 NFPA(FLUID) 0

175 B93.35 Cavity Dimensions for Fluid Power Exclusion Devices (Inch Series) (NFPA T3.19.7 R1) R(1995) 0 NFPA(FLUID) 0
176 B93.36 Groove Dimensions for Floating Type Metallic and Non-Metallic Fluid Power Piston Rings (NFPA T3.19.11) R(1994) 0 NFPA(FLUID) 0
177 B93.39M Requirements for Presentation of Catalog Data, Fluid Compatibility, Cleaning Media, Markings and Dimensional

Identification Codes, and Pressure Drop Characteristics for Fluid Power Air Line Filters (NFPA T3.12.2) R(1993)
0 NFPA(FLUID) 0

178 B93.41 Requirements for Non- Integral Industrial Fluid Power Hydraulic Power Units (NFPA T3.16.3) R(1987) 0 NFPA(FLUID) 0
179 B93.45M Pneumatic Fluid Power - Compressed Air Dryers - Methods for Rating and Testing (NFPA T3.27.3M R1-1981) R(1988) 0 NFPA(FLUID) 0
180 B93.46 Method of Determining the Pore Size of a Cleanable Surface Type Hydraulic Fluid Power Filter Element; Appendix

(NFPA) T3.10.8.12-1976 R(1986)
0 NFPA(FLUID) 0

181 B93.48M Pneumatic Fluid Power Applications - Metal Separable Tube Fittings - Qualifications Test (NFPA T3.8.9) R(1995) 0 NFPA(FLUID) 0
182 B93.50 Pneumatic Fluid Power - Use of Synthetic Lubricants - Guidelines (NFPA T1.9.2-1978) R(1995) 0 NFPA(FLUID) 0
183 B93.51M Pneumatic Fluid Power - Quick Action Couplings - Test Conditions and Procedures; Appendix (NFPA T3.20.3M R1)

R(1993)
0 NFPA(FLUID) 0

184 B93.52M (WITHDRAWN) Fluid Power Systems and Products - Cylinder Bores and Piston Rod Diameters - Metric Series Appendix
NFPA T3.6.33M-1979; Technically Identical to ISO 3320 R(1988)

0 NFPA(FLUID) 0

185 B93.53M (WITHDRAWN) Fluid Power Systems and Products - Cylinders - Nominal Pressures Appendix NFPA T3.6.35M-1979;
Technically Identical to ISO 3322; Metric Only R(1988)

0 NFPA(FLUID) 0

186 B93.54M Hydraulic Fluid Power - Assembled Systems - Method for Achieving Roll-Off Cleanliness; Appendix (NFPA T2.9.8-1979)
R(1993)

0 NFPA(FLUID) 0

187 B93.55M Hydraulic Fluid Power - Solenoid Piloted Industrial Valves - Interface Dimensions for Electrical Connectors; Appendix
(NFPA T3.5.29M-1980) R(1988)

0 NFPA(FLUID) 0

188 B93.56M Fluid Power Systems and Products - Cylinders - Basic Series of Piston Strokes (NFP T3.6.46M-1980) (Technically
Identical to ISO 4393) (Metric Only) R(1996)

0 NFPA(FLUID) 0

189 B93.57M Hydraulic Fluid Power - Pumps and Motors - Geometric Displacements (NFPA T3.9.30M-1980) (Technically Identical to
ISO 3662) (Metric Only) R(1993)

0 NFPA(FLUID) 0

190 B93.58M Fluid Systems - O-Rings - Inside Diameters, Cross- Sections, Tolerances and Size Identification Code (NFPA T3.19.27M)
(Technically Identical to ISO 3601/1) (Metric Only)

0 NFPA(FLUID) 0

191 B93.60M Fluid Power Systems and Products - Connectors and Associated Components - Nominal Pressures; Appendix (NFPA
T3.8.23M-1981) (Technically Identical to ISO 4399) (Metric Only) R(1995)

0 NFPA(FLUID) 0



192 B93.61M Fluid Power Systems and Products - Cylinders - Piston Rod Thread Dimensions and Types Appendix NFPA T3.6.48M-
1981; Technically Identical to ISO 4395; Metric Only R(1997)

0 NFPA(FLUID) 0

193 B93.62M Hydraulic Fluid Power - Reciprocating Dynamic Sealing Devices in Linear Actuators - Method of Testing, Measuring and
Reporting Leakage (NFPA T3.19.12M-1981) R(1988)

0 NFPA(FLUID) 0

194 B93.63M Hydraulic Fluid Power - Petroleum Fluids - Prediction of Bulk Moduli; Appendix (Technically Identical to ISO 6073)
(Metric Only) (NFPA T2.13.7M-1981) R(1996)

0 NFPA(FLUID) 0

195 B93.67M (WITHDRAWN) Pneumatic Fluid Power - Five-Port Directional Control Valves - Mounting Surfaces - Optional Electrical
Connector - Dimensions and Requirements Appendix NFPA T3.21.6M; Metric Only

0 NFPA(FLUID) 0

196 B93.71M (WITHDRAWN) Hydraulic Fluid Power - Pumps - Test Code for the Determination of Airborne Noise Levels Technically
Similar to ISO 4412/1; Metric Only; NFPA T2.7.4M-1983 R(1996)

0 NFPA(FLUID) 0

197 B93.72M (WITHDRAWN) Hydraulic Fluid Power - Motors - Test Code for the Determination of Airborne Noise Levels Technically
Similar to ISO 4412/2; Metric Only; NFPA T2.7.5M-1985 R(1996)

0 NFPA(FLUID) 0

198 B93.74 Fluid Power Laboratory Guidelines - Information Report (NFPA/T2.12.5-1983) 0 NFPA(FLUID) 0
199 B93.75M Hydraulic Fluid Power - Cylinder Ports - SAE Straight Thread O-Ring and 4-Bolt Flange Ports - Heavy Duty and Light

Duty Cylinders (NFP T3.6.54M-1986)
0 NFPA(FLUID) 0

200 B93.76 Hydraulic Fluid Power - Cylinders - Housings for Piston and Rod Seals in Reciprocating Applications - Dimensions and
Tolerances (Technically Similar to ISO 5597- 1987) (T3.19.4M R1-1985) R(1994)

0 NFPA(FLUID) 0

201 B93.77M Hydraulic Fluid Power - Cylinder Actuator Mounted Valves - Standard Dimensions for Mounting Surfaces (NFP
T3.5.33M-1985)

0 NFPA(FLUID) 0

202 B93.78M Hydraulic Fluid Power - Gas-Loaded Accumulators with Separators - Range of Pressures and Volumes, Characteristic
Quantities and Identification (Technically Identical to ISO 5596-1982) (Metric Only) R(1993)

0 NFPA(FLUID) 0

203 B93.81M Hydraulic Fluid Power - Positive Displacement Pumps and Motors - Dimensions and Identification Code for Mounting
Flanges and Shaft Ends - Two- and Four-Hole Flanges and Shaft Ends - Metric Series (Technically Identical t

0 NFPA(FLUID) 0

204 B93.82M Hydraulic Fluid Power - Filters - Statement of Requirements (Technically Identical to ISO 7744-1986) R(1993) 0 NFPA(FLUID) 0
205 B93.84M (WITHDRAWN) Fluid Power Systems and Components - Cylinders - Identification Code for Mounting Dimensions and

Mounting Types Technically Identical to ISO 6099-1985; Metric Only
0 NFPA(FLUID) 0

206 B93.86M (WITHDRAWN) Pneumatic Fluid Power - Single Rod Cylinders with Integral Mounting - 10 Bar (1 000 kPa) Series -
Bores from 32 to 250 mm - Mounting Dimensions Technically Identical to ISO 6430-1983; Metric Only

0 NFPA(FLUID) 0

207 B93.87M (WITHDRAWN) Pneumatic Fluid Power - Single Rod Cylinders with Detachable Mountings - 10 Bar (1 000 kPa) Series -
Bores from 32 to 320 mm - Mounting Dimensions Technically Identical to ISO 6431-1983; Metric Only

0 NFPA(FLUID) 0

208 B93.88M Pneumatic Fluid Power Systems - Cylinder Barrels - Requirements for Non-Ferrous Metallic Tubes (Technically Identical
to ISO 6537-1982) (Metric Only) R(1994)

0 NFPA(FLUID) 0

209 B93.89M Hydraulic Fluid Power - Single Rod Cylinders - Mounting Dimensions - 250 Bar (25 000 kPa) Series (Technically Identical
to ISO 6022-1981) (Metric Only) R(1994)

0 NFPA(FLUID) 0

210 B93.90M (WITHDRAWN) Hydraulic Fluid Power - Cylinders - Rod End Plain Eyes - Mounting Dimensions Technically Identical to
ISO 6981-1982; Metric Only

0 NFPA(FLUID) 0

211 B93.91M (WITHDRAWN) Hydraulic Fluid Power - Cylinders - Rod End Spherical Eyes - Mounting Dimensions Technically
Identical to ISO 6982 - 1982; Metric Only

0 NFPA(FLUID) 0

212 B93.92M (WITHDRAWN) Hydraulic Fluid Power - Cylinders - Bore and Rod Area Ratios Technically Identical to ISO 7181 - 1982;
Metric Only

0 NFPA(FLUID) 0

213 B93.93M Hydraulic Fluid Power - Cylinders - Piston Seal Housings Incorporating Bearing Rings - Dimensions and Tolerances
(Technically Identical to ISO 6547 - 1981) (Metric Only) R(1994)

0 NFPA(FLUID) 0

214 B93.94M Fluid Power Systems and Components - Three-Pin Electrical Plug Connector - Characteristics and Requirements
(Technically Identical to ISO 4400 - 1985) (Metric Only)

0 NFPA(FLUID) 0

215 B93.95M Hydraulic Fluid Power - Positive Displacement Pumps, Motors and Integral Transmissions - Determination of Steady-
State Performance (Technically Identical to ISO 4409 - 1986) R(1994)

0 NFPA(FLUID) 0

216 B93.98M Rotary Shaft Lip Type Seals - Nominal Dimensions and Tolerances (Technically Identical to ISO 6194/1 - 1982) (Metric
Only) R(1994)

0 NFPA(FLUID) 0



217 B93.99M Hydraulic Fluid Power - Servovalves - Test Methods (Technically Identical to ISO 6404 - 1985) (Metric Only) R(1994) 0 NFPA(FLUID) 0
218 B93.100M Hydraulic Fluid Power - Hose Assemblies - Method of Test (Technically Identical to ISO 6605-1985) (Metric Only) 0 NFPA(FLUID) 0
219 B93.102M Hydraulic Fluid Power - Four-Port Modular Stack Valves and Four-Port Directional Control Valves, Sizes 03 and 05 -

Clamping Dimensions (Technically Identical to ISO 7790 - 1986) (Metric Only) R(1995)
0 NFPA(FLUID) 0

220 B93.103M (WITHDRAWN) Hydraulic Fluid Power - Single Rod Cylinders, 160 Bar (16 MPa) Compact Series - Tolerances
Technically Identical to ISO 8131 - 1986; Metric Only

0 NFPA(FLUID) 0

221 B93.104M Hydraulic Fluid Power - Single Rod Cylinders, 160 Bar (16 MPa) Medium and 250 Bar (25 MPa) Series - Mounting
Dimensions for Accessories (Technically Identical to ISO 8132 - 1986) (Metric Only) R(1994)

0 NFPA(FLUID) 0

222 B93.105M Hydraulic Fluid Power - Single Rod Cylinder, 160 Bar (16 MPa) Medium and 250 Bar (25 MPa) Series - Tolerances
(Technically Identical to ISO 8135 - 1986) (Metric Only) First Edition R(1994)

0 NFPA(FLUID) 0

223 B93.106M Hydraulic Fluid Power - Single Rod Cylinders, 160 Bar (16 MPa) Medium Series - Port Dimensions (Technically Identical
to ISO 8136 - 1986) (Metric Only) R(1994)

0 NFPA(FLUID) 0

224 B93.107M Hydraulic Fluid Power - Single Rod Cylinders, 250 Bar (25 MPa) Series - Port Dimensions (Technically Identical to ISO
8137 - 1986) (Metric Only) R(1994)

0 NFPA(FLUID) 0

225 B93.109M (WITHDRAWN) Pneumatic Fluid Power - Cylinders, 10 Bar (1 000 kPa) Series - Rod End Spherical Eyes - Mounting
Dimensions Technically Identical to ISO 8139 - 1986; Metric Only

0 NFPA(FLUID) 0

226 B93.110M (WITHDRAWN) Pneumatic Fluid Power - Cylinders, 10 Bar (1 000 kPa) Series - Rod End Clevis - Mounting Dimensions
Technically Identical to ISO 8140 - 1986; Metric Only

0 NFPA(FLUID) 0

227 B93.111M Fluid Power Systems and Components - Cylinders - Housings for Rod Wiper Rings in Reciprocating Applications -
Dimensions and Tolerances (Technically Identical to ISO 6195 - 1986) (Metric Only) R(1994)

0 NFPA(FLUID) 0

228 B93.112M Hydraulic Fluid Power - Valves - Method for Determining the Internal Leakage Characteristics (NFPA/T3.5.15M-1986) 0 NFPA(FLUID) 0
229 B93.113M Hydraulic Fluid Power - Quick-Action Couplings - Dimensions and Requirements (Technically Identical to ISO 7241-1-

1987) R(1993)
0 NFPA(FLUID) 0

230 B93.114M Pneumatic Fluid Power - Systems Standard for Industrial Machinery (NFPA/T2.25.1M-1986) First Edition 0 NFPA(FLUID) 0
231 T2.6.1R1 Fluid Power Systems and Products - Method for Verifying the Fatigue and Establishing the Burst Pressure Ratings of the

Pressure Containing Envelope of a Metal Fluid Power Component Second Edition
0 NFPA(FLUID) 0

232 T2.7.2 Hydraulic Fluid Power - Pumps - Determination of Fluid Pressure Fluctuation Characteristics First Edition 0 NFPA(FLUID) 0
233 T2.9.6R1 Hydraulic Fluid Power - Calibration Method for Liquid Automatic Particle Counters Using Latex Spheres Second Edition

(Revision and Redesignation of ANSI B93.28-1973)
0 NFPA(FLUID) 0

234 T2.9.11 Hydraulic Fluid Power - Method for Determining the Particulate Count of an Oil Sample from a System (Using Liquid
Automatic Counters) First Edition R(1995)

0 NFPA(FLUID) 0

235 T2.9.12R1 Hydraulic Fluid Power - In-Line Liquid Automatic Particle Counting Systems - Method of Calibration and Validation
Second Edition; Revision and Redesignation of ANSI/(NFPA) B93.73M-1986

0 NFPA(FLUID) 0

236 T2.9.14 Hydraulic Fluid Power - Fluid Contamination - Determination of Solid Contaminant Level By the Gravimetric Method
First Edition

0 NFPA(FLUID) 0

237 T2.9.16 Information Report Hydraulic Fluid Power - Determination of Particulate Contaminant Level Using Automatic Optical
Particle Counters First Edition

0 NFPA(FLUID) 0

238 T2.10.2 Survey on Metric Language Usage by the U.S. Fluid Power Industry 0 NFPA(FLUID) 0
239 T2.12.1 Hydraulic Fluid Power - Systems and Products - Method of Measuring Average Steady-State Pressure First Edition 0 NFPA(FLUID) 0
240 T2.12.10 Recommended Practice - Hydraulic Fluid Power - Systems and Products - Testing General Measurement, Principles and

Tolerances First Edition
0 NFPA(FLUID) 0

241 T2.13.2R1 Hydraulic Fluid Power - Fire Resistant Fluids - Information Report on Company Trade Names Fourth Edition 0 NFPA(FLUID) 0
242 T2.13.3R1 NFPA Information Report Bibliography of Non-Proprietary Hydraulic Fluid Specifications and Selected Recommended

Practices Second Edition
0 NFPA(FLUID) 0

243 T2.13.4 Information Report - Recommendations for Conservation, Maintenance, and Disposal of Hydraulic Fluids First Edition 0 NFPA(FLUID) 0
244 T2.13.5 Hydraulic Fluid Power - Industrial Systems - Practice for the Use of High Water Content Fluids First Edition 0 NFPA(FLUID) 0



245 T2.13.8 Hydraulic Fluid Power - Fire Resistant Fluids - Definitions, Classifications, and Testing First Edition 0 NFPA(FLUID) 0
246 T2.24.1 Hydraulic Fluid Power - Systems Standard for Stationary Industrial Machinery First Edition 0 NFPA(FLUID) 0
247 T2.24.2 Hydraulic Fluid Power Systems - Methods to Improve Sealing Reliability First Edition 0 NFPA(FLUID) 0
248 T2.30.1 Guide for Selection of Fluid Power Pressure Transducers First Edition 0 NFPA(FLUID) 0
249 T2.30.4 Guide for Selection of Fluid Power Position Transducers First Edition 0 NFPA(FLUID) 0
250 T3.4.7R1 Accumulator - Pressure Rating Supplement to NFPA/T2.6.1 R1-1991, Fluid Power Systems and Products - Method for

Verifying the Fatigue and Establishing the Burst Pressure Ratings of the Pressure Containing Envelope of a Me
0 NFPA(FLUID) 0

251 T3.4.8 Information Report - Bibliography - Hydraulic Fluid Power - Accumulator Standards First Edition 0 NFPA(FLUID) 0
252 T3.5.14R1 Hydraulic Fluid Power - Directional Control Valve - Method for Determining the Metering Characteristics Second Edition;

Revision and Redesignation of ANSI/B93.66M-1983
0 NFPA(FLUID) 0

253 T3.5.16 Hydraulic Fluid Power - Flow Control Valves - Method for Measuring and Reporting Regulating Characteristics First
Edition

0 NFPA(FLUID) 0

254 T3.5.26R1 Hydraulic Valve - Pressure Rating Supplement to NFPA/T2.6.1 R1-1991, Fluid Power Systems and Products - Method for
Verifying the Fatigue and Establishing the Burst Pressure Ratings of the Pressure Containing Envelope of

0 NFPA(FLUID) 0

255 T3.5.28R1 Hydraulic Fluid Power - Valves - Pressure Differential-Flow Characteristic - Method of Measuring and Reporting Second
Edition; Revision of ANSI/(NFPA) B93.49M-1980

0 NFPA(FLUID) 0

256 T3.5.45 Hydraulic Fluid Power - Two-Port Slip-In Cartridge Valves - Cavities (Technically Equivalent to ISO 7368:1989) First
Edition Errata - June 1996

0 NFPA(FLUID) 0

257 T3.5.46 Hydraulic Fluid Power - Valves - Pressure Relief Mounting Interfaces First Edition 0 NFPA(FLUID) 0
258 T3.5.49 Recommended Practice - Hydraulic Fluid Power - Application Guidelines for Hydraulic Valves First Edition 0 NFPA(FLUID) 0
259 T3.6.7R2 Fluid Power Systems and Products - Square Head Industrial Cylinders - Mounting Dimensions Third Edition (Revision and

Redesignation of ANSI/B93.15-1981)
0 NFPA(FLUID) 0

260 T3.6.17 Port Nominal Pipe Sizes for Merged Inch and Metric Series Cataloged Square Head Industrial Pneumatic Fluid Power
Cylinders R(1990)

0 NFPA(FLUID) 0

261 T3.6.29R1 Tie Rod or Bolted Cylinder Pressure Rating Supplement to NFPA/T2.6.1 R1 - Fluid Power Systems and Products - Method
for Verifying the Fatigue and Establishing the Burst Pressure Ratings of the Metal Pressure Containing

0 NFPA(FLUID) 0

262 T3.6.37 Hydraulic Fluid Power - Cylinders - Method for Determining the Buckling Load First Edition 0 NFPA(FLUID) 0
263 T3.6.59 Hydraulic Fluid Power - Cylinders - Cushion Performance First Edition 0 NFPA(FLUID) 0
264 T3.7.2 Graphic Symbols for Fluidic Devices and Circuits R(1992) 0 NFPA(FLUID) 0
265 T3.9.2R2  Hydraulic Fluid Power - Positive Displacement Pumps and Motors - Dimensions and Identification Code for Mounting

Flanges and Shaft Ends Third Edition (Revision and Redesignation of ANSI/B93.6-1972)
0 NFPA(FLUID) 0

266 T3.9.13 Hydraulic Fluid Power - Pumps and Motors - Glossary 0 NFPA(FLUID) 0
267 T3.9.17R2 Hydraulic Fluid Power - Positive Displacement Pumps, Motors and Integral Transmissions - Method of Testing and

Presenting Basic Performance Data Third Edition; Revision of ANSI/(NFPA)T3.9.17 R1-1990
0 NFPA(FLUID) 0

268 T3.9.18R1 Method of Establishing the Flow Degradation of Fixed Displacement Hydraulic Fluid Power Pumps When Exposed to
Particulate Contaminant; Appendix R(1994)

0 NFPA(FLUID) 0

269 T3.9.20 Hydraulic Fluid Power - Pumps - Method of Testing and Presenting Basic Performance Data for Pressure Compensated
Pumps First Edition

0 NFPA(FLUID) 0

270 T3.9.21R1 Bibliography - Hydraulic Fluid Power - Pump/Motor Standards Second Edition 0 NFPA(FLUID) 0
271 T3.9.22R1 Pump/Motor - Pressure Rating Supplement to NFPA/T2.6.1 R1-1991, Fluid Power Systems and Products - Method for

Verifying the Fatigue and Establishing the Burst Pressure Rating of the Pressure Containing Envelope of a Meta
0 NFPA(FLUID) 0

272 T3.9.25 Method of Establishing the Speed Degradation of Hydraulic Fluid Power Motors When Exposed to Particulate
Contaminant; Appendices X, Y and Z R(1994)

0 NFPA(FLUID) 0

273 T3.9.31-1 Hydraulic Fluid Power - Determination of Characteristics of Motors - Part 1: at Constant Low Speed and at Constant
Pressure (Technically Identical to ISO 4392-1:1989) First Edition

0 NFPA(FLUID) 0



274 T3.9.31-2 Hydraulic Fluid Power - Determination of Characteristics of Motors - Part 2: Startability (Technically Identical to ISO
4392-2:1989) First Edition

0 NFPA(FLUID) 0

275 T3.9.33 Hydraulic Fluid Power - Pumps - Method of Testing and Presenting Basic Performance Data for Load Sensing Pumps First
Edition

0 NFPA(FLUID) 0

276 T3.10.4R1 Hydraulic Fluid Power - Filters and Separators - Graphic Symbols Supplement Second Edition 0 NFPA(FLUID) 0
277 T3.10.8.3R1 Hydraulic Fluid Power - Filter Element - Method for Determining the Quantity of Built-In Contaminant First Edition 0 NFPA(FLUID) 0
278 T3.10.8.4R1 Hydraulic Fluid Power - Filter Elements - Verification of Fabrication Integrity and Determination of the First Bubble Point

Second Edition
0 NFPA(FLUID) 0

279 T3.10.8.8R1 Hydraulic Fluid Power - Filters - Multi-Pass Method for Evaluating Filtration Performance First Edition (Revision and
Redesignation of ANSI/ B93.31-1973) R(1994)

0 NFPA(FLUID) 0

280 T3.10.8.18 MMulti-Pass Method for Evaluating the Filtration Performance of a Coarse Hydraulic Fluid Power Filter Element;
Appendix R(1989)

0 NFPA(FLUID) 0

281 T3.10.12R1 Bibliography of Existing Standards Relating to Filtration and Contamination 0 NFPA(FLUID) 0
282 T3.10.14 Hydraulic Fluid Power - Filters - Determination of Differential Pressure /Flow Characteristics (Metric Only) First Edition 0 NFPA(FLUID) 0
283 T3.10.17 Finite Life Hydraulic Filter Pressure/Life Rating - Method for Verifying the Fatigue Life Rating and the Burst Pressure

Rating of the Pressure Containing Envelope of a Spin-on Hydraulic Filter First Edition
0 NFPA(FLUID) 0

284 T3.10.18 Hydraulic Fluid Power - Filter Artwork Universal Symbols First Edition 0 NFPA(FLUID) 0
285 T3.12.3R2 Pneumatic Fluid Power - Pressure Regulator - Industrial Type Third Edition (Revision and Redesignation of

ANSI/B93.13M-1981)
0 NFPA(FLUID) 0

286 T3.12.10R1 Air Line Filter, Regulator and/or Lubricator - Pressure Rating Supp. to NFPA/ T2.6.1 R1-1991, Fluid Power Sys. and
Products - Method for Verifying the Fatigue and Estab. the Burst Pressure Ratings of the Pressure Contai

0 NFPA(FLUID) 0

287 T3.16.2R1 Hydraulic Fluid Power - Design for Nonintegral Industrial Reservoirs Second Edition; Revision of ANSI/B93.18-1973 0 NFPA(FLUID) 0
288 T3.19.22R1 Information Report - Bibliography - Hydraulic Fluid Power - Sealing Devices Standards Second Edition 0 NFPA(FLUID) 0
289 T3.19.25 Information Report - Fluid Power Systems - Sealing Devices - Storage, Handling and Installation of Elastomeric Seals and

Exclusion Devices First Edition
0 NFPA(FLUID) 0

290 T3.19.32 Rotary Shaft Lip Type Seals - Part 2: Vocabulary (Technically Identical to ISO 6194-2:1991) First Edition 0 NFPA(FLUID) 0
291 T3.20.1R1 Fluid Power Systems - Quick-Action Couplings - Glossary 0 NFPA(FLUID) 0
292 T3.20.2R2 Hydraulic Fluid Power - Quick-Action Coupling - Test Methods Third Edition (Revision and Redesignation of ANSI/

B93.42-1977)
0 NFPA(FLUID) 0

293 T3.20.8 Quick-Action Coupling - Pressure Rating Supplement to NFPA/T2.6.1 R1-1991, Fluid Power Systems and Products -
Method for Verifying the Fatigue and Establishing the Burst Pressure Ratings of the Pressure Containing Envelo

0 NFPA(FLUID) 0

294 T3.20.14R1 Pneumatic Quick-Action Couplings - Plug Dimensions First Edition R(1995) 0 NFPA(FLUID) 0
295 T3.20.15 Hydraulic Fluid Power - Quick-Action Coupling - Flush Face Type First Edition 0 NFPA(FLUID) 0
296 T3.21.3 Pneumatic Fluid Power - Flow Rating Test Procedure and Reporting Method - for Fixed Orifice Components First Edition 0 NFPA(FLUID) 0
297 T3.21.4R1 Pneumatic Valve -Pressure Rating Supplement to to NFPA/T2.6.1 R1-1991, Fluid Power Systems and Products - Method

for Verifying the Fatigue and Establishing the Burst Pressure Ratings of the Pressure Containing Envelope o
0 NFPA(FLUID) 0

298 T3.21.8 Pneumatic Fluid Power - Measurement of Response Time - Directional Control Valves First Edition R(1996) 0 NFPA(FLUID) 0
299 T3.21.15 Pneumatic Fluid Power - Marking of Valve Ports, Subplates, Control Devices, Solenoids, and Solenoid Leads First Edition

R(1995)
0 NFPA(FLUID) 0

300 T3.21.16 Pneumatic Fluid Power - Labeling and Communication of Pneumatic Products First Edition 0 NFPA(FLUID) 0
301 T3.21.18 Pneumatic Fluid Power - Recommended Practice for Calibration and Use of Flowmeters First Edition 0 NFPA(FLUID) 0
302 T3.27.1 Glossary of Terms for Compressed Air Dryers R(1981) 0 NFPA(FLUID) 0
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